TOPS Pro 6.8xx Software Install Instructions (Network)

Important Notes

Before beginning, PLEASE READ the following:

If you are upgrading a previous version of the software, please refer to the Data Migration document
for details before performing this install.

Confirm you have sufficient rights (Read/Write/Execute) to install the software to the local machine that
will be using it. If you are unsure if you have sufficient rights, please contact your IT department.

Please start the installation from a client machine that will be using the software as you will have the option
to point it to the network location during this process. (Discussed in more detail later in this document.)

If you are unsure what kind of license you have, please call (972)739-8677 with your serial number
marked on the front of the media and/or present on the literature that was sent.

You MUST contact TOPS via phone or email to complete the license setup. If you are installing a Demo,
you can contact TOPS via phone or email for a temporary Demo activation code.

Beqin Installation

‘Welcome to TOPS Software v6.80 Setup

TOPS is the industry leader in Packaging Design and Palletization

Please save all open documents and data. <oltre

Packaging Professionals around the world use TOPS to efficiently
palletize cases, deadstack vehicles, select conmugate based on

Insert CD and run TOPS_Setup.EXE. If you were sent a link to ; slacking sienh descrine bl whds et cibe-end
install the software, please unzip those files and run the .exe from ' « T‘Dpdsf : Bagn uaom

- ¢ 1) | _sror_\gylecommen s exiting all of _er applications _e ore
the CD.TOPS680 d|rectory_ Y :cio i sl | possbl. oo bl ry niviue

TOPS install wizard will appear with the TOPS Pro Setup

Welcome screen. Continue by clicking on the Next button.
Cancel

Step;3.

At the Installation dialog box, select:

[

= Demo License — to install a trail demo. A temp license with a | & mselation
limited number of executions/days will be provided. =

Install to Server — to install a Network license you purchased
(as indicated on the CD cover or literature sent). Be sure you
start the installation from a client machine as you will point the
installation of the software's files to the network location.

Install to Local PC — If you purchased a Stand-Alone
license, please refer to the installation instructions for the
Stand-Alone version.

If you are unsure what kind of license you have, please call

Please select software license that you purchased or

Select Software License Type for this installation

select Demo if you are evaluating the software

Install Demo License

Installto Local PC (Standslone Versions Oniy)

Install to Server (Network Versions Only)

Cancel

(972)739-8677 with your serial number in order to confirm.
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@ Select Software Module @

Select Software Module To Install

Please chose the software module that you purchased
or for demos select TOPSPro

% TOPS Pro (Includes PackStack and LoadStack)

5. Select Software Module to install listed on the CD cover or
referenced in your purchase of sale information:

TOPS Pro — Full TOPS Pro optimization solution (includes
PackStack and LoadStack functionaility).

PackStak Pro — Sub-module of TOPS Pro, (includes ] o |
LoadStack functionaility). Step9

" PackStack Pro (Includes LoadStack)

" LoadStack Pro

LoadStak Pro — Sub-module of TOPS Pro. 8 Cioose Connon Corpoant Locstion ety

Click on the Next button to continue. vttt 1075 P et
folder. To installinto a different foider, cick Browse, and select

If you are unsure which Software Module you have purchased, : andhi ks

The TOPS Pro mflwae will be nstalled into a sub-folder of this

please call (972)739-8677 with your serial number in order to 3 o ston caled ™
confirm. :

Choose Common Component Location of where the software will
be installed to:

CATOPSAFPS

* Network License — Click the Browse button to select the =N

desired network location. P
We recommend using a UNC path for the software install but Step)6

the option of selecting a mapped drive from the drop-down is
still available.

-
Select Destination Directory

If you are installing your network license on Citrix or a [V CompueameSharedF oider:Fsourcs
Terminal Server, please stop the install at this point and £ Srecycle.bin = Concel |

contact our tech support for more details and options on - ‘
Weirecommendjusing UNE

installing to these environments. S wepathingjfornetworkiinstalls

Ex chuﬁffajdemgnated drive|has,

Click Next to proceed. 8 P iBéenimappedifor A s (@

= nthe; Iocatlon thenyyou,can

g L";sl_elect-lt framithedrop-dewn;
. . - . [ Program Files

Start Installation after confirmation of the component location by 3 Progrom Files (456)

[0 ProgramD ata

clicking Next. £ Svstem Volume Infarmation
= Temo
= From this point on, you will see a series of dialog boxes = e os
indicating the progress of installation. When the process is
complete, you will see the screen with the message “TOPS for & tart nstalaion
Windows has been successfully installed”. P ——————

Press the Next button to begin the installation of the Back button
to reenter the installation information.

When applicable click “Finish” to exit TOPS setup.

Software Type=TOPS

Installation
Directory=C:ATOPSAPPSY

Today's Date=10/28/16 1:11:27

> Cancel
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Starting TOPS and License Setup

When you launch the application for the first time you will see the Set TOPS
License dialog box. (You may see an initial prompt with options for Activate Offline
or License Server Info Input. If you see this prompt, please click Activate Offline.)

Set TOPS L

License Server Info Input

To set the license, please call 972-739-8677 or email tech@topseng.com. The
following information is required for us to provide a valid Verification Code when
you call or email:

Cancel

Sat TOPS License
e Company Name — the company name that you’d like to
appear in all reports from TOPS Pro. welslrotEE =R Iy

Serial Number — the serial number on the CD used for TOPS Customer

the installation or present in the literature sent with the
purﬁhazg cIJf yzur license, NOT the generic serial number 0001007 2801010 Noa4a33s Neazas1s Hee
in this dialog box.
i . . Key| 3537881010

The Key from the Set TOPS License dialog box. This

- - - - ernficalion Code |
number will be unique to the machine that the install was (vedtaton cose) :
done to. Loy || it || Hew
Verification Code — this will be provided by us and can License Information e program does nat have a vaid
only be generated with the aforementioned information Number of Users NIA license. Status Code: 2247,
given.
System Defaults — This is also the screen where you can
set system defaults for Language and Units of Measure.

Please contact TOPS Support to

Metwork § Standalone M/ o
set license.

Functionality 5-T

) ) Customization Set*Defaultsihere:
When you receive the Company Name, Serial Number and -

Verification Code, please enter them EXACTLY as provided. Default Language Def Units
Then click the Apply button. If all information is entered \American J 2 f"::::"
correctly, you should see a message saying “License

Successfully Set”.

Client Setup (Wansetup Process)

All users should have Full Control (read, write, modify and execute rights) access to the TOPSAPPS directory on
the network and sufficient rights on the workstation you wish to setup the software on.

1. Permanently map a network drive from the client machine to the network share OR use the same UNC path
used during installation (if applicable) to get to the location of where TOPS Pro was installed.

Browse across the network share to the TOPSPro_680 directory and run the WANSETUP.EXE file.

WANSETUP will copy necessary files to local pc, and install any required redistrubutables (Microsoft
Runtime, PDF writer etc). It will create the required shortcuts for the software and places those shortcuts in
the TOPS for Windows Apps folder.

When wansetup completes browse to the “TOPS for Windows Apps’ directory under Start = All
Programs (All Apps in Win10). Here launch the “TOPS Pro (WAN)” shortcut to access the application.

Repeat this process on all TOPS users machines.
You are now ready to start using the TOPS Pro application!
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